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(b) The pollutants discharged in 
chemical metal cleaning wastes shall 
not exceed the concentration listed in 
the following table: 

Pollutant or pollutant property 

PSES pretreatment 
standards 

Maximum for 1 day (mg/ 
l) 

Copper, total .................................. 1.0 

(c) [Reserved—Nonchemical Metal 
Cleaning Wastes]. 

(d)(1) The pollutants discharged in 
cooling tower blowdown shall not ex-
ceed the concentration listed in the 
following table: 

Pollutant or pollutant property 

PSES pretreatment 
standards 

Maximum for any time 
(mg/l) 

The 126 priority pollutants (Appen-
dix A) contained in chemicals 
added for cooling tower mainte-
nance, except: (1) 

Chromium, total ...................... 0.2 
Zinc, total ................................ 1.0 

1 No detectable amount. 

(2) At the permitting authority’s dis-
cretion, instead of the monitoring in 40 
CFR 122.11(b), compliance with the lim-
itations for the 126 priority pollutants 
in paragraph (d)(1) of this section may 
be determined by engineering calcula-
tions which demonstrate that the regu-
lated pollutants are not detectable in 
the final discharge by the analytical 
methods in 40 CFR part 136. 

§ 423.17 Pretreatment standards for 
new sources (PSNS). 

Except as provided in 40 CFR 403.7, 
any new source subject to this subpart 
part which introduces pollutants into a 
publicly owned treatment works must 
comply with 40 CFR part 403 and the 
following pretreatment standards for 
new sources (PSNS). 

(a) There shall be no discharge of pol-
ychlorinated biphenyl compounds such 
as those used for transformer fluid. 

(b) The pollutants discharged in 
chemical metal cleaning wastes shall 
not exceed the concentration listed in 
the following table: 

Pollutant or pollutant property 

PSNS pretreatment 
standards 

Maximum for 1 day (mg/ 
l) 

Copper, total .................................. 1.0 

(c) [Reserved—Nonchemical Metal 
Cleaning Wastes]. 

(d)(1) The pollutants discharged in 
cooling tower blowdown shall not ex-
ceed the concentration listed in the 
following table: 

Pollutant or pollutant property 

PSNS pretreatment 
standards 

Maximum for any time 
(mg/l) 

The 126 priority pollutants (Appen-
dix A) contained in chemicals 
added for cooling tower mainte-
nance, except: 

Chromium, total ...................... 0.2 
Zinc, total ................................ 1.0 

(2) At the permitting authority’s dis-
cretion, instead of the monitoring in 40 
CFR 122.11(b), compliance with the lim-
itations for the 126 priority pollutants 
in paragraph (d)(1) of this section may 
be determined by engineering calcula-
tions which demonstrate that the regu-
lated pollutants are not detectable in 
the final discharge by the analytical 
methods in 40 CFR part 136. 

(e) There shall be no discharge of 
wastewater pollutants from fly ash 
transport water. 

APPENDIX A TO PART 423—126 PRIORITY 
POLLUTANTS 

001 Acenaphthene 
002 Acrolein 
003 Acrylonitrile 
004 Benzene 
005 Benzidine 
006 Carbon tetrachloride 

(tetrachloromethane) 
007 Chlorobenzene 
008 1,2,4-trichlorobenzene 
009 Hexachlorobenzene 
010 1,2-dichloroethane 
011 1,1,1-trichloreothane 
012 Hexachloroethane 
013 1,1-dichloroethane 
014 1,1,2-trichloroethane 
015 1,1,2,2-tetrachloroethane 
016 Chloroethane 
018 Bis(2-chloroethyl) ether 
019 2-chloroethyl vinyl ether (mixed) 
020 2-chloronaphthalene 
021 2,4, 6-trichlorophenol 
022 Parachlorometa cresol 
023 Chloroform (trichloromethane) 
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